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SEGURANCA 

PERIGO DE CHOQUE CAUSADO POR RAIO 
PERIGO: NAO TRABALH E no equipamento ou nosCABOS 
durante periodos suscetfveis de QUE DAS DE RAIO. 

TEMPERATURA DE FUNCIONAMENTO 

'■\ E ste produto foi projetado para uma temperatura ambiente 
- * maxi ma de 40 graus centfgrados. 

Todos os pafses: I nstal e o produto de acordo com as normas 
federals e locais para instalacoes eletricas. 



SEGURIDAD 
PELIGRO DE RAYOS 

PELIGRO: NOREALICE NINGUN TIPO DE TRABAJ O O 
CONEXION en losequiposoen LOS CABLES durante 
TORMENTAS DE RAYOS. 

Temperatura requerida para la operacion 

'l\ E ste producto esta disenado para una temperatura ambiental 
- * maxima de 40 grados C. 

Para todos los pafses: M onte el producto de acuerdo con I os 
Codigos Electricos locales y nacionales. 
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SAKERHET 

FARA FOR BLIXTNEDSLAG 

FARA: ARBETA EJ pa utrustningen eller kablarna vid 

ASKVADER. 

DRIFTSTEMPERATUR 



■X Denna produkt ar konstruerad for rumstemperatur ej 
6verstigande40 grader Celsius. 

Alia lander: I nstallera produkten i enlighet med lokala och 
statliga bestammelser for elektrisk utrustning. 

For more information on ATI products available today and in the future, contact your local 
ATI representative: 



Offfce: 


USA 


Gem-any 


UK. 


Phone: 


(415)964-2771 


030-435-9000 


865-39&O01 


Fax: 


(415)964-0944 


030432-6163 


865-390-002 


Offfce 


France 


Japan 


Singapore 


Phone: 


1-6928-1617 


03-3443-5640 


65-2943332 


Fax: 


1-6928-3749 


03-3443-2443 


65-2946280 
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Overview 

ATI's Micro Transceiver Series of products are direct attach IEEE 802.3 and Ethernet 
\fersion 1.0 and 2.0 devices. ATI supports all corrrrcn Ethernet rreda wth Micro 
Transceivers for thin coax (10BASE2), UTP (1CBASE-T) and fber optic (1DBASE-FL, 
FO RL) LAN system;. The transceivers support a single AAUI that attaches directly to 
the AAUI 14-pin connection found on rrost Apple Macintosh® Ethernet stations 
(DTEs). 

All ATI transceivers are equipped wth LEGE, providng status and diagnostic irfbrrna- 
tion LECE make LAN installation and tjoudeshooting easy for the installer. An easily 
accessible, user selectable SQE Test sw'teh (heartbeat) is also provided on all rrod- 
els. ATI uses quality product packaging for increased reliability ATI shows a high level 
of confidence in the rhcro transceiver products wth a lifetime iirrited warranty 

Preparation 

An SQE Test switch provides IEEE 802. 3 Ethernet SQE Testing. If required, place the 
SQE Test switch to the 'ON" position An illurrinaLed LED indicates the SQE Test is 
enabled. If the DTE does not require an SQE Test, or if the DTE is a repeater, place 
SQE Test switch to 'OFF."The SQE Test is dsaded Wren the LED is off. Disable the 
heartbeat function by turning the SQE Test swteh 'OFF" when the Ethernet MAU is 
connected to a repeater, to elirrinate the possibility of excessive collisions. 'OFF" is 
the default setti ng. 

Installation 

The ATMX60T connects directly to an Apple Macintosh DTE or workstation AAUI 
connecter. Plug the transceiver into the 14-pin AAUI connection on the DTE. VUnen 
properly installed, the connecter w'll latch into place. Power on the DTE and verify that 
the power indicator is lit Check to ensure the SQE Test setting is appropriate for 
equiprrent per the above neouinerrents. Plug a UTP cable into the RJ 45 receptade 
located on the ATMX60T transceiver. Check the Link LED to ensure equipment on 
the other end of Lirkis operational. Stations w'll ODtrrrunicate if both local and renxte 
transceivers' Link LEGE are on Four LEDs provide Link SQE status. Polarity and 
Power irforrnation. If another lOBASE-T MAU is at the opposite end of the line, the 
UTP cabling trust be crossed, i.e., TD+andTD- signals trust be swapped wth RD+ 
and RD- signals respectively If the Polarity LED is lit no Polarity correction is occur- 
ring. If the Polarity LED is off, the Polarity of RD+and RD- are being swapped inter- 
rally by the transceiver. 26 to 22 AiA/G (0.4- 0.6 rrrr) UTP cade (Level 3 or higher) is 
needed in mJti-wre cade wth lOOQ irrpedance. IEEE 802.3 Specifications: 1O0 m 
(328ft) rraxirrunUTP cade link segment 

Vorbereitung 

Fuer die DurcHuhrung eines SQE-Testes (Heartbeat) gem IEEE 802.3 Ethernet 
steht ein entspnechender Schalter zur Verfugung. Bei Bedarf kam deser SQE 
Testschalter auf 'ON" gestellt warden. Eine erleuchtete LED zeigt an, daE der SQE 
Test aktiviert ist Leuchtet dese nicht ist de Funktion deaktiviert VJrd der Heartbeat 
richt benotigt, oder ist das Endgerat ein Repeater, ist die Stellung 'OFF"zu wahlen 
Die'OFF"StellungwrclerTpfohlen ven die Ethernet MAU nit einem Repeater ver- 
bunden ist umde Mc^ich^tuberrriaftiger Kollisionen auszuschalten 

Installation 

DerATMX6CTwircldnektmtdemAAUI AnschluE des Endgerates oder der \Abrksta- 
tion vetbunden Stecken Sie den Transceiver in de 15-Pin-Busche des Endgerates 
und lassen Sie den Stecker einrasten. Schalten Sie den Rechner ein und kontrallieren 
Sie de Poweranzeige. Uberzeugen Sie sich davon, dass der SQE Testschalter Ihren 
Anlbrderungen ertepnechend eingestellt ist Stecken Sie jetzt den RJ 45 Stecker des 
UTP Kabels in de dafur vorgesehene Busche des ATMX60T Transceivers. 
\fergewi(3em Sie sich, daE de Link LED de Einsatzbereitschaftauchdes Gerates am 
anderen Ende der Ubertragungsstrecke anzeigt Die Stationen kbnnen rriteirander 
kxrrrunizieren, wem de Dioden beider ATMX60T Transceiver ordnjTgsgeniafi 
arbeiten Furf LEDs sehen Power, Link, Polarity und SQE Status Irfbrrrationen vor. 
Ist ein weiterer ATMX60T am anderen Ende der Leitung angeschlofSen, rruE das 
UTP Kabel gekreutz werden, d.hTD+undTD- Sigrale rrufcen rrit RD+and RD- Sig- 
nalen getauscht werden. N^rkabelurigsoruridlage ist ein 10O£2 UTP Kabel 22 ds 26 
AW3 (0.4 - 0.6 rmi. Die IEEE 802.3 Spezifkation begrenzt ein UTP Urk Segrrent 
auf rrax. 10Om(328ft). 
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Allied Telesyn Limited Warranty 



Allied Telesyn (ATI) warrants to the original consumer/purchaser that this product, and all 
components thereof will be free from defects in materials and/or workmanship for the 
lifetime of the product. Any warranty hereunder is extended to the original consumer/ 
purchaser and is not assignable. 

In the event of a malfunction or other indication of product failure attributable directly to 
faulty workmanship and/or materials, ATI will, at its option, repair or replace the defective 
products or components at no additional charge as set forth herein. Repair or replacement 
product will be furnished on an exchange basis and will be either reconditioned or new at the 
option of ATI. All replacement parts become the property of ATI. This limited warranty does 
not include service or repair damage to the product resulting from accident, disaster, misuse, 
neglect or modification of the product. 

Service under this warranty may be obtained by returning the product to ATI, and only after 
receiving authorization by ATI by issuance of a Return Material Authorization (RMA) number, 
with shipping charges prepaid, in the original shipping container or like container, and with 
proof of date of purchase included with the returned product. The RMA number MUST be 
marked clearly visible on the outside of the shipping container. Any material returned without 
such RMA markings shall be rejected and returned to sender unopened. 

Products will be returned to the consumer after repair or replacement has been completed 
and by the carrier and method of delivery chosen by ATI, to any destination within the United 
States of America. If the customer desires some other specific form of conveyance, or it is 
located beyond the U.S.A. borders, then the consumer shall bear the cost of the return 
shipment. 

ATI MAKES NO EXPRESS OR IMPLIED WARRANTIES INCLUDING, BUT NOT LIMITED TO, 
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR 
PURPOSE, EXCEPT AS EXPRESSLY SET FORTH IN THIS WARRANTY. IN NO EVENT SHALL 
ATI BE LIABLE FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES, COSTS, OR EXPENSES 
ARISING OUT OF OR IN CONNECTION WITH THE USE OR PERFORMANCE OF THE 
PRODUCT DELIVERED HEREUNDER. 

Some governments do not allow the exclusion or limitation of incidental or consequential 
damages for consumer products, so the above limitation of exclusion may not apply to you. 

U.S. FEDERAL COMMUNICATIONS COMMISSION 

Note: This equipment has been tested and found to comply with the limits for a Class A digital 
device pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference when the equipment is operated in a commercial 
environment. This equipment generates, uses, and can radiate radio frequency energy and, 
if not installed and used in accordance with the instruction manual, may cause harmful 
interference to radio communications. Operation of this equipment in a residential area is 
likely to cause harmful interference in which case the user will be required to correct the 
interference at his own expense. 

CANADIAN DEPARTM ENT OF COM M UNICATIONS 

This digital apparatus does not exceed the Class A limits for radio noise emissions from 
digital apparatus as set out in the radio interference regulations of the Canadian Department 
of Communications. 

Le present appareil numerique n'emet pas de bruits radio electriques depassent les limites 
applicables aux appareils numeriques de Classe A prescrites dans le reglement sur le 
brouillage radio electrique edicte par le ministere des Communications du Canada. 

UNDERWRITERS LABORATORIES 

Caution: U.L. listed for use in other Environmental Air Spaces in Accordance with Article 
300-22 (c) of the U.S.A. National Electrical Code. (Product is not Plenum Rated.) These 
products have to be installed in accordance with Local and National Electrical Codes. 
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SAFETY 

LIGHTNING DANGER 

DANGER: DO NOT WORK on equipment or CABLES during 
periods of LIGHTNING ACTIVITY. 

Operati ng temperature 

This product is designed for a maximum ambient temperature of 
40 degrees C. 

Environmental Air Notice 

CAUTION: UL listed for use in other Environmental Air Spaces in 
Accordance with Article 300-22(C) of the U.S.A National Electrical 
Code. Note: Product is not Plenum rated. 

All Countries: Install product in accordance with local and 
National Electrical Codes. 
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SICHE RHEIT 

GEFAHR DURCH BLITZSCHLAG 

GEFAHR: KeineArbeiten amGerat oder an den Kabeln wahrend 
eines Gewitter ausfuhren. 

BETRIEBSTEMPERATUR 

Dieses Produkt wurdefiir den Betrieb in einer 
Umgebungstemperatur von nicht mehr als 40° C entworfen. 



Alle Lander: I nstallation mulS ortlichen und nationalen 
elektrischen Vorschriften entsprechen. 
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SIKKERHED 

FARE UNDER UVEJ R 

FARE: UNDLAD at arbejdepa udstyr eller KABLER i perioder 
med LYNAKTI VITET. 

BETJ ENING5TEMPERATUR 

Dette apparat er konstrueret til en omgivendetemperatur pa 
maksimum 40 grader C. 

AlleLande: I nstallation af produktet skal skei overensstemmelse 
med lokal og national lovgivning for elektriske installationer. 
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VEILIGHEID 

GEVAAR VOOR BLIKSEMINSLAG 

GEVAAR: N I ET aan toestellen of KABELS WERKEN bij 

BLIKSEM. 

Bedrijfstemperatuur: 

Deomgevingstemperatuur voor dit produkt mag niet meer 
bedragen dan 40 graden Celsius. 

Allelanden: hettoestel installeren overeenkomstigdelokaleen 
nationaleelektrischevoorschriften. 
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SECURITE 

DANGER DE FOUDRE 

DANGER: NE PAS MANIER I'equipement ou les CABLES 
pendant les periodes d'activite orageuse. 

TEMPERATURE DE FONCTIONNEMENT 

Ceproduit est capable detolerer une temperature ambiante 
maxi mum de 40 degres Cel si us. 

Pour tous pays: Installer leproduit conformement aux normes 
electriques nationales et locales. 
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TURVALLISUUS 
5ALAMANI 5KUVAARA 

HENGENVAARA: ALA TYOSKENTELE laitteiden tai 
KAAPELEIDEN KANSSA SALAMOI N Nl N Al KAN A. 

KAYTTOLAMPOTI LA 

Tama tuoteon suunniteltu ymparbivan ilman 
maksi mi lampbti I al I e 40°C . 

Kaikki maat: Asennatuotepaikallisten ja kansallisten 
sahkbturvallisuusmaaraysten mukaisesti. 



NORME Dl SICUREZZA 
PERICOLO Dl FULMINI 

PERICOLO: NON LAVORARE sul dispositivo 0 sui CAVI 
durante PRECI PITAZIONI TEMPORALESCHE. 

Temperatura di funzionamento 

Questo prodottoeconcepito per una temperatura ambientale 
massima di 40 gradi centigradi. 

Tutti i paesi: installareil prodotto in conformita allevigenti 
normative el ettri che nazi onal i . 



5IKKERHET 

FARE FOR LYNANTENNELSE 

FARE: MAlKKE BRUKES pa utstyr eller ledninger mens LYN- 
AKTI VITET er i gang. 

Driftstemperatur 

Dette produktet har blitt fremstilt til bruk med maksimum 
romtemperatur pa 40 grader Celsius. 

Alle land: Produktet ma installeres i samsvar med de lokaleog 
nasjonal e el ektri ske koder. 



